KLEVER

INNOVATIONS

Blade Replacement and Locking System Cleaning Your KS Series Safety Cutter

Press release button down. DISASSEMBLE CUTTER AND REMOVE BLADE

Follow blade removal steps #1-3 at left.

Then, press locking tab down once again to
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(B) PdUSh carr|agi '”Ito ta”d|ego pull carriage all the way out of the handle.
isengage the locking tab.

Press locking tab down.

(B) Pull carriage out of handle. CLEAN HANDLE AND CARRIAGE SEPARATELY
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7 / . Manually wipe all areas and
Carefully remove the blade by 75 surfaces on handle and carriage.

sliding out from between tabs.

Use towel, brush or other tool to remove debris
from hidden or interior sections.
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Flip existing blade or replace worn blade
by inserting between tabs on carriage.

SANITIZE IF NEEDED FOR YOUR APPLICATION

Create Rinse well
solution of under
A sodium i ' running
hypochlorite m water if
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(100ppm) or Immerse carriage required
R approved d hand| 9¢  per solution
solution for and handie used.
our industr separately to

Q) y Y sanitize all areas

; and surfaces.
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Q 4 ONCE CLEAN AND DRY, REASSEMBLE CUTTER
Push carriage into handle until locking tab clicks once.
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(B) Push carriage into handle
to reveal locking tab. \us \

Insert new blade between

Pull carriage out until locking tab tabs on carriage.

clicks into position. \ 2
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( (>\ Follow carriage lock steps #5-7 at left.
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